Engine, Clutch, Heating System

b e i

T R T T e e L R T
- o b ; 1
= " 5 -~
1
i
‘ .
i £




Date

I

M - 201

Date ; , o : ; it i £14 i
introduceq Ohassis No. Unit No. Modification introducea Cnassis No. Unit No. Modification
19672 13 Mar. 22 - 122-103 %68 Intake manifold and pre-heater
e 13 Mar. 62 915 559 6 580 690 pipe
15 Jan, 62 889 352 5 411 578 Distributor - Vacuum unit 14 Mar. 62 4 570 540 6 581 736
16 Jan. 62 4 423 336 6 411 578 Nen: Neeoih siae With o e 15 Mar. 62 4 570 162 3 936 353 Ngw. Uu?er surface treated with
St i e R 15 Mar. 62 0 026 871 D 028 362  Zi0= DalAk
U s s 15 Mar. 62 916 988(M 178) 6 587 775  rormerly: phosphated
ly: e
20 Mar., 62 4 579 839 6 592 084 (Saxomat)
16 Jan. 62 0 013 613 0 013 648 Heat exchanger 19 Mar. 62 918 413 6 598 718 Fuel pump push rod
Now: Insulation sprayed on, pro- 18 Apr. 62 4 583 679 6 597 700 Now: 8% di -
tection sheets secured with 18 Apr. 62 0 029 038 0 030 760 Fgrﬁeziy? ?1;,diaﬂ.?20 04
2 clips on each side. 21 May 62 - 126-7 501 “RY ' ;
21 Mar. 62 20 6 ]
16 Jan. 62 - B G5 55T Cam follower 21 M:r‘ () 1% ? o3 122_?32 ggg Sylinder nead
: A e 6 Now: Rocker shaft studs with
gﬂwé ziPei between shaft/head. e : 4 D25 A4 R sealing shoulder 12.5 mm dia,
in erll? EESS 5.i mﬁ I larger sealing ring
merly: 4.5 mm hea 2 Formerly: 11.5 mm dia.
Cam follower guides 12 Apr. 22 6 035 911 g 355 247 Clutch plate 180 mm dia.
16 Apr. ©2 28 ’
Now: shortened 1 mm 16 Aii 62 i : 122 133 62; Now: Fly wheel side: Jurid or
17 Apr. 62 4 659 008 plebdions 8 S BRE L aa
19 Jan. 62 - 0 016 381 Crankshaft pulley bEER Snns SR
Rows Tightentng borqis 18 Apr. 22 934 6;6 g 295 121 0il filler
= = s 19 Apr. 62
155.)15 mkg. (94.0 108.5 ft. 9 Apr 4 11868 96_159 gow: Drain passage 6 mm dia.
Formerly: 4 - 5 mkg. (25.9 - il SRS
36.1 £4.1bs. ) 28 Apr. 62 0 000 001 0 000 001  BEngine oil
10 May 62 944 000 6 754 436
Now: First filling 2.5 1.SAE 10
ﬁ 28 Ma;
29 Jan. 62 4 464 038 6 430 518 Clutch ay 62 4 745 703 6 754 500 with 1 % Lubrizol added.
Now: Clutch pressure increased Formerly: 1.75 1.
to 315 - 340 kg. (716 - 772 1lbs.)
clutch cover marked with "B", 3 May 62 4 683 160 6 719 146 Clutch
$§;mi§i33 300 - 325 kg. (683 - | Now: All pressure springs brown
, colour.
Formerly: 3 yellow and 3 grey
19 Feb. 62 0 021 372 0 022 650 Cooling fan blue pressure springs.
Now: Blade curvature radius 3 May 62 940 152 6 731 903  Studs for oil filter cover
36.1 mm 3 May 62 122-105 095
Formerly: 3%8.95 mm 7 Mai 62 4 681 788 6 730 957 Now: Quality 8 G, tightening
15 May 62 O 043 355 0 044 536  toraue ?'6 = DogmkaR(4 0 =5.16
20 Feb., 62 905 991 6 519 664 Crankcase - Ventilation = Si e B
fg ﬁzg' gg j g;g EEZ 143 6 502 426 Now: Breather pipe connected to e
10 Mar' 62 4 545 651 51413 reservoir of oil bath air cleaner. 4 May 62 0 Q042 222 0 041 435 Cylinder
54 Mar. 62 060 (151) Fecrmerly: on oil bath air intake 6 Aug., 62 - 122-108 601 ‘
4 Mar. 4 547 51 7 Aug. 62 976 262 6 947 820 Now: Roughness of cylinder bore
| 23 hug, 62 4 879 956 65T 751 o Upitesognt.
8 Mar. 62 0 024 692 0 026 219  Intake manifold tiernerlycaiinu,
2 Apr. 62 925 356 6 642 051
Now: Flange for carburetor 7 mm
2 Apr. 62 4 609 565 6 642 051 Phomerin 5. o e
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10 May 62 0 041 446 0 042 950 Bngine oil
Now: SAE 30
Formerly: SAE 10

12 May 62 0 041 159 0 042 988 Valve springs

21 May 62 - 126- 07 501 o . :

28 May 60 952 458 6 805 939 ﬁﬂﬁ‘ Progressivelg coiled .
28 May 62 122-106 639 S Formerly: equal pitch of coils
50 May 62 4 750 946 6 850 940

14 May 22 944 688 6 T63% 326 Cam follower

18 Ma 2 0 045 868 0 0 i

51 Mai 62 9 45 196 g% gﬁ; Now: One piece cast cam follower

21 July 62 iy 129108 729 with pressed in ball socket.

1 Aug. 62 4 868 581 6 930 129 ;hICRHTE? gf headtj'g spin

1 Sept.62 - KD =703 819 ormerly: 1Iwo parts - 5,4 mm

11 June 63 - 124- G2 5O

21 May 62 - 126- 07 501 VW-Industrial Type 126
Start of production

28 May 62 4 747 856 6 802 669 Engine oil

28 May 6 25 50 5 805 587

ay. 3 29 592 28000083 | alow) BaE o0

Formerly: SAE 10

29 May 63 953 007 & 810 879 Exhaust valves
Now: Modified armoured seating
surfaces
[dentification mark: 5 mm dia.
Valve head hollowed out.

1 June 22 0 052 174 0 053 839 Cam shaft

5 June 62 2 6 B¢ D :

5 June 62 i 922 923 126-SS$ gé; Now: Altered cam shape

19 Juine 62 H 122-107 859 Now: Cam shape modified
21 June 62 4 810 758 6 864 207
1 Sept.62 - KD- 703 819
11 June 63 - 124~ 62 501
5 June 62 - 122-106 8%6 Cap for oil filler and breather
6 June 62 956 856 6 829 686 assy
June 62 790 890 6 8 18%

[ 4 19 J B Now: Spring clip of sheet copper
Formerly: Sheet steel (inter-
mittent)

7 June 62 0 054 738 0 055 978 Crankcase - Ventilation

i i

Supplement 11/63 - 530.210. 20

Now: 0il fumes lead into oil bath
air cleaner.

Formerly: Released to outside air.
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21 June

30 July
30 July
2 Aug.,

30 July

30 July

30 July
30 July

30 July

62

62
62
62

62

62

62
62

62

4 813

4 846
970

0 971
0 064

0 066

971
0 066

0 066

413

836
990

252
916

740

532
740

740

6 827 459

6 916 251
6 916 251
122-109 307

6 908 640
0 066 T40

0 065 T46

6 908 640
0 065 T46

0 065 746

18th Supplement 2/68 - 530.210.20

Flywheel/Crankshaft (Saxomat)

Now: Gasket of soft metal, sealing
surface tapers slightly inwards.
Formerly: Paper gasket

0il Cooler

Now: With perforated plate

Intake manifold with pre-=heating

pipe
Now: Tube diameter on connecting

flange at cylinder head 27 mm.
Formerly: 25 mm dia.

Fan housing/Fan

Now: Modified shape increased
cooling air throughput,

Cylinder head

Now: Intake port 27 mm dia.
Formerly: 25 mm dia.

Now: Qutside diameter of sealing
area 34 mm.
Formerly: 32 mm dia,

Clutch

Now: Heat resistant clutch
pressure springs.

Pre-heating pipe

Now: Throttle wvalve for regulation
of flow of pre-=heated air

Exhaust valve

Now: Valve head 32 mm dia.
Formerly: 31 mm dia,

Clutch

Now: 200 mm dia., 380-420 kg
clutch pressure

Formerly: 180 mm dia., 390-420 kg

Engine

Now: Compression ratio 7,8
Formerly: 7,2
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introduced °hassis No. Ur1t 8g. Modification ?ﬁiiﬂdueai Chassis No. Unit No. Modification
2 Aug, 62 4 B74 267 3 942 539 Intake and pre-heatin '
: daﬁ b 2 Plpe 10 Dec. 62 1 040 368 T 236 420 Fresh air heating
Now: St ? 15 Dee. 62 5 199 980 7 336 420
Formerly: Chrome nickel steel 15 Dec. 62 5 199 981 3 949 223 gf{gﬁaié;heatm th hees
Now: Wall thickness 2.8 mm Formerly: Heated by cylin-
Formerly: 1.2 mm ders
Now: Sprayed with A 211 zine
calcium 15 Dec. 62 5 199 980 = Heating
Mormerly: Painted black. Now: Heater pipe between
heater muffler and the body
Crankcase-ventilation insulated with plastic tube.
N{?w: DJ?J. fumes conducted into 19 Dec. 62 1 047 014 7 365 824 Cylinder head
0il bath air cleaner 2
= j . 19 Dec. 62 = 122-112 979
Formerly: Released into open air 6 48 266 3 Now: Bnd of thread at inner
20 Dec. e 5 208 e 7 366 315 shoulder of rocker shaft
2 Jan. 63 0 137 251 0 179 478
6 e _ 11 J 63 124- 02 501 now 7 mm dia. - 0.2
20 Aug. 62 - 0O 078 637 Valve clearance s 2 = = Formerly: 6.2 mm dia. - 0.2
Now: Inlet valve 0.3 mm
cxhanst valve 0.3 mm 20 Nov. 62 1 031 245 7 274 815 Clutch plate 200 mm dia
Mormerly: 0.2 mm 20 Mar. 63 0 171 571 0/ 186 350 Now: IFlywheel slde: Jurld
or eral l1ining
24 Aug. 62 0O 066 740 0 06Y 46 Crankease Clutch slde: Textar
Now: Cross web under No. 2
fain bearing support 7 Dec. 62 1 040 368 7 3% L20 Heater control cable
2 Jan: 63 5 199 980 T 337 249 Now: 3 660 mm long
29 Aug. 62 988 771 7 020 161 Distributor drive pinion Rexmerdye 2 F0 S
5 Sept.62 4 937 241 7 020 162 S EL e T ,
3 Sept.62 4 937 242 2 944 500 oW 2 Wasners - each 0.6 mm thick 10 Dec. 62 0 130 700 5 Heater control cable
on pinion shaft
Formerly: 1 washer - 1.25 mm thick Now: 2 889 mg éang
Formerly: 2 ©56 mm
6 Sept.62 4 958 584 - Vacuum hose for Saxomat
7 T - : 20 Dec. 62 5 218 324 - Saxomat
Now: ack rubber ho in textil : -
shealh. Sl & e 2 260 HA(151) Now: Flatter shaped wvacuum
Formerly: Blue plastic hose. ;“ﬁerly' Round shaped va
cuum tank
11 Sept.62 994 546 7 056 176 Pislon and piston ring
11 Sept.62 ~ 122-110 673 6
21 Sept 62 4 988 623 7 076 057 Now: The depth of the two upper 1900
20 Feb. 62 1 072 658 (M216) O 168 330 ii?iiidriﬁgogéoiles has been g.Jan. 63 1 O48 283(M216) f:lﬂjrﬁgé Crankshaft pulley
20 Feb, 62 0 158 404 O 164 421 T e éo june g} i 122 111 zég Now: Joint between hub and
28 Feb. 62 F 126- 07 969 Now: Piston rings chamfered on : e 65 = 634 074 o= disc, CO, Shielded arc wel-
11 June 63 - 124- 02 501 inner edge. 22 gune 6; 2 632 0?5{ tand. ) £ 5;; E?g g
g 296(stand. = Formerly: Projection spot
1 Oct. 62 1 004 567 7 115 844  Bngine oil first filling welded
4 Oct. 62 O DA T 0 098 001 Now: SAE
5 OQct. 62 5 020 751 7 115 342 e 1

11. Supplement 11/63 - 530.210.2C

Formerly: SAE 20 (Type 1 and 2)
SAE 30 (Type 3)
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15. Supplement 6/66 - 530.210.20
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